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It is very important for you to follow these installation instructions carefully. Adhesive failure may occur should 
they be ignored.

TOOLS YOU’ll NEED
PAIR OF TWEEZERS1
PAIR OF LATEX GLOVES1

If you don’t have these, stop here, and go to your 
local “Auto Parts” store and get them. You’ll be glad 
you did.
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PART 1 CLEANING PROCEDURE
Armor All is the #1 enemy of adhesion. Keep that in mind!1)

First dilute several drops of liquid dish washing soap into a mug with a little water.2)

Once diluted use a tooth brush to scrub the indentation. Scrub it well until it lathers.3)

Rinse indentation with water, rinse until all soap is completely removed. Keep towel underneath to catch dripping water if any.4)

Repeat process a second time.5)

Now wait a couple of hours for dash to dry.6)

PART 2 INSTALLATION
You’ll need a set of latex gloves and a tweezers to proceed.1)

Do Not touch adhesive side of insert with bare fingers, as your fingers are saturated with oils that will transfer onto the adhesive 
should you touch it, compromising adhesive agent.

2)

Wearing a pair of gloves detach one letter at a time with the tweezers and position it above the dash’s indentation, once aligned 
make full contact by pressing down with your finger, letter should fit inside indentation.

3)

Only make full contact once certain of alignment. You don’t want to have to remove the letter again because some of the adhesive 
may be removed in the process.

4)

Repeat process with all the letters until done.5)

CARE
DO NOT apply Armor All or similar products ON or Around 
the airbag insert.

1)

DO NOT use any sort of liquid to clean the airbag insert.2)
Clean the airbag insert (if needed) with dry towel, wipe it 
gently without making any pressure on it.

3)

Only clean it if absolutely necessary.4)

The longer you leave it alone, the longer it will stay in 
place.

5)

TOUBLESHOOTING
In the event of a letter coming loose or detaching, do not 
throw it away as you can re-apply adhesive to it.

1)

3M adhesion promoter can be used for re-application.2)

Silicone may also be used to aid lost adhesive - household 
clear silicone can be used.

3)

Do not use super glue to attach any type of insert to your 
dash or elsewhere.

4)

3M double sided tape may also be used to re-attach let-
ters.

5)

PARTS C5 AND C6 AIRBAG INSERT INSTALLATION


