
Installation Instructions Targa Bar* 

Tools Required: 9/16th’s Ratchet or 9/16th’s open end wrench, 1/4” Allen head wrench, 

Medium Phillips head screwdriver. 

Congratulations on your new C3 Corvette 

Roadster Targa Bar. This illustrated guide 

will take you through the installation 

process. 

Your Targa Bar is non-invasive to the 

body of your car and can usually be in-

stalled in less than one hour. 

Please be sure to follow the instructions 

carefully. 

*This Targa Bar is NOT A SAFETY DEVICE. It is intended ONLY AS A COSMETIC ACCESSORY. It will not provide any safety, security 

or protection whatsoever. The manufacturer does not accept any liability for the incorrect use of this device. The occupants of the 

vehicle tis Targa Bar is installed on bear responsibility to safeguard themselves with accepted protective materials inherent in 

this automobile at the time of the cars manufacture. 

1—Place a protective cover over 

your seats and console. Slide the 

seats as far forward as possible 

2— Raise the rear deck cover and 

protect with a blanket. 

3—Using a medium Phillips Screw-

driver remove all of the screws hold-

ing the Rear Quarter panels in place. 

Put all removed materials in a seal-

able plastic bag and mark with con-

tents. 

4– Mark the location of the top 

brackets on the “B” Pillar for top 

location. 

5—Remove the two bolts holding 

the convertible top in place behind 

each seat on the “B” Pillar. (These 

will be re-used to install the lower 

bracket of the  Targa Bar) 

6—Place the lower bracket of the 

Targa Bar over the convertible top 

bracket, lining up the bolt holes 

through the Targa bracket, the top 

and into the “B pillar”. Insert and 

LOOSELY tighten the bolts into the 

“B” pillar. 

Over 
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7— Repeat the same process on the 

opposite side of the car. 

Leave the bolts loose. They will need 

to be adjusted. 

8— Connect the Targa Bar to the 

two mounted brackets by sliding it 

over the sleeve of the brackets. This 

may require two people to properly 

fit the Targa Bar to the brackets. 

Once on, install the two Allen head 

bolts to the bracket and Targa Bar. 

9— With the Targa Bar fully mount-

ed and still “hand loose” check and 

adjust the bar so that there is clear-

ance on the deck lid opening and 

closing, the seats move freely back 

and forth completely. Once satisfied 

carefully tighten all the Allen head 

bolts between the brackets and Tar-

ga Bar and then the convertible top 

bolts. 

10—Once you’re satisfied with all 

the alignments double check  the 

fitment.  Raise and lower the con-

vertible top, check your rearview 

and adjust if needed. If it is neces-

sary to remove the bar for any rea-

son you can disconnect it at the 

bracket without disturbing the  con-

vertible top. 

Please direct any questions regarding the installation 

of your Targa Bar to 973-347-2191—P3 Tech Support. 


