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Tools required for installation: 
1. Small sized Phillips screwdriver 
2. Pliers 
3. Flash light 

Picture 1 Picture 2 Picture 3

Step 1- Removal of Stock Gas Pedal. 

Step 2 - Installation of New Gas Pedal

Installing Dead Pedal

1

2

3

4

5

7

1

2

3

8

9

10

11

12

6

Slide driver’s seat as far back as possible

Shine flash light on the back of the pedal. Locate holding pin on the left side.

Locate spring attachment on the pedal bracket and gently lift upwards until the spring is loose. This will 

loosen the coil tension and make it easier to tilt the pedal to remove the metal pin. (Picture 1)

PICTURE 3- REMEMBER how the pedal plate, spring, and spacer is placed. (you would have to put it back the same way) This picture shows a TOP 

view of the pedal as if it was still on the car. Here is the sequence from left to right of how they should align to fit the pin through (metal plate from 

car), the coil spring with the hooked side facing down, then the spacer.

Pedal should move freely. Now use regular pliers to pull pin out of pedal bracket. If the pin is stuck, use a small hammer to tap the pin out. The 

process to remove the pin may take a while. Please be patient.

Look at Picture 3 to see placement of spring and spacer. Spacer is white and will always be on the right side of pedal. This picture shows a TOP 

view of the pedal as if it was still on the car. Here is the sequence from left to right of how they should align to fit the pin through (metal plate from 

car), the coil spring with the hooked side facing down, then the spacer.

Center dead pedal on plastic foot rest. 

Using a screw driver, install the four provided screws.

Enjoy your new dead pedal.

Put pin in through left side of gas plate and into the first hole on the pedal bracket. Do not put all the way through as you will have to insert the 

spring and spacer. 

Place the spring on the right side of the bracket with the hook side facing down.

Once the spring is correctly placed, put the spacer in between the spring and the right side hole of the pedal and put pin through.

Secure the pin so that it is pushed through all the way.

Congratulations you have installed your New C6 Aluminum Gas Pedal. Enjoy! 

Remove stock pedal from pedal bracket. 
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