
Instructions Revised from: https://www.corvetteforum.com/forums/c5-general/1924521-aca-hid-
install- lotsa-pics.html 

1. Disconnect the negative battery cable.  
2. Remove the screws on the back of the headlight covers using a #20 Torx. 

 

 
3. Remove two accessible screws to the headlight shrouds with lights still down 
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4. Remove the cover from the manual screw **** on both headlight motors and turned them to 
raise the headlight assemblies to their highest point. 



 

5. Pull up on the front of the headlight while raising it manually to make it easier to turn the 
**** 
 



 

6. Remove final screw 

 



7. Pull shrouds off 

 

8. Remove the two side screws from each of the headlight covers. 

 



 

9. It is easier to remove the entire headlight assembly. 



 

10. There are two bushed shoulder bolts held on with loctited nuts that needed to come out 
first. One here 
 

 





 

11. Be extremely careful unscrewing the bolts so you don’t strip or break them. 



 

12. Don’t lose the shoulder screw, bushing, and nut. 
 



 

13. Once the rear hinges were free, flip the headlights forward from the back, remove the 
electrical connectors from the rear of the lamp housings and expose the underside where 
there is a pin about 3/8" in diameter with a retaining washer that needs to be popped off 
so the pin can be extracted. This pin runs through the pivot bracket that is attached to the 
gear motor that raises the headlight. Pivot bracket highlighted below. 
 



 

14. Once the headlights were out of the car, take them inside to work on them at a table. The 
headlight bulb housings needed to come off at this point. Remove 3 screws. 



 

 

 

 



 

 



 

15. Then install the housings onto the brackets. You need to be careful screwing the self-
threading screws so as not to damage the plastic housing. Take your time and work the screws in 
and out progressively to clear the plastic shavings out as you go. 

 



 

 

16. Next, run the harnesses along the passenger wheel well cover, under the coolant tank and into 
the battery compartment. The ground to use is under a tab in the shroud and is screwed into the 
frame. Remove the retainer in the cowl that holds the top of the shroud to it and popped the 
shroud tab loose from the ground stud. You need to tug it somewhat forcefully to get it off. Once 
the ground screw is exposed, remove the nut, push the black wire terminals from the harnesses 
onto it and installed the nut snugly. Then replace the shroud to it's original position. 



 

17. To make it easier to run the harnesses, remove the three nuts from the coolant tank and 
rotated it over, holding out of the way with a bungee cord. 

 



 

18. Run the harnesses through a cutout in the bottom front of the shroud and then along the large 
harness under the coolant tank. Place tie wraps around them but left them loose until almost done 
so they can be properly placed. 

 



19. Then I placed the headlight assemblies in the compartment loosely, taking care to wrap the 
lenses for protection. I pushed the harness connectors into the appropriate receivers on the 
ballasts and connected the OEM headlight connectors to the correct connectors on the HID 
housings. There is a black ground wire coming from the headlight that needed to be plugged into 
the green ground wire in the harness as well. I wrapped the harnesses and wiring up and out of 
the way with wire ties but left enough slack for the headlights to rotate up and down. 

 

20. Run the driver-side harness along the underside of the bumper cover lip and attach it using 
wire ties through the end of the push connectors that hold the bumper cover in place. 



 

21. The next steps are a reversal of the headlamp removal process. Position them in place, 
reinserted the pivot pin through the housing and pivot bracket, pushing in the retainer washer 
after that. Then replace the shoulder bolts, bushings and nuts at the rear hinges using blue Loctite 
to ensure they don't work loose. Once again, be very careful screwing them in to avoid damage. 
Here's the driver's headlamp. 



 

 

21. Connect the power to the headlights by removing the fuse box cover next to the battery, 
unscrewing the nut on the power post on the outboard side of the fuse box and placing the 
terminals onto the post before screwing the nut back on and replacing the cover. 



 

22. Reconnect the negative battery cable and test the headlights. Replace the headlight covers 
and shrouds. 

 

 

 

 

 

 


