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Front

1.) Place car on jack, securing jack stands with all four wheels off the ground. 

Remove all four wheels. Jacking pucks are recommended. Refer to your owner’s 

manual for jacking instructions.

2.) Use a black sharpie marker and make two lines on the lower eccentric cam 

adjuster on the lower control arms. These are the bolts used to align the camber 

and caster of the front end. You will want to mark these so that when reinstalling 

them you can get them close enough to be able to drive to an alignment shop. You 

will want to draw two lines across the bolt and onto the lower control arm as an 

alignment point.

3.) Place your floor jack under the spring, in the opening of the lower control arm. 

You will want to jack up the spring just enough to take the pressure off of the lower 

control arm.

4.) Remove the two bolts that hold the shock in place. Remove the lower link nut for 

the sway bar and push the link out of the control arm. Once this is done, you can 

remove the bolts that you marked earlier. These are the bolts that hold the control 

arm to the cradle. Once these are removed, you will be able to lower the control arm 

away from the spring.

5.) Using a 10mm wrench, you can remove the spring bolt located at the end of the 

spring. Make sure before you remove the bolt that you measure the distance from 

the spring to the end of the rubber bushing, so you have somewhere to start on 

getting your new ride height correct. Once it is out of the spring, you will need to 

place it in a vice and cut the rubber end off of it. You will need to clean the end of the 

bolt plate with a wire brush to remove the glue that is left from the rubber. Once this 

is removed you can now place the polyurethane lowering bushing over the bolt. This 

will snap into place. Once you have done this, you can thread it back into the spring. 

Using the measurement you had earlier, subtract 1” from it and place the bottom of 

the pad there. This will give you a starting point of 1” lower than where you were. You 

can adjust according to where you would like the ride height to be.

6.) You can now reassemble this side in the opposite of which you disassembled it. 

Move to the next side and once the front is done, move to the rear suspension.

Rear

Measure the rear spring bolt from the spring to the lower cushion. Use your jack to 

jack the spring to remove pressure and then remove the bolt. Using the new bolt 

reinstall and add 1” to the measurement.
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