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1987–1995 Mirror Reading Lamps

To access the map and reading bulbs take a small flat screwdriver and unsnap the lens covers from the mirror. 
The bulb sockets can now be removed.

1984–1989 Windshield Wiper Switch Bulb

To access the windshield wiper switch, the left center accessory door panel plate will have to be removed. 
Remove the two filler armrest phillips screws. Using a one inch wide putty knife, unsnap the foam armrest from 
the door panel by putting the putty knife between the foam armrest and the door panel and lift up. Remove the 
phillips screws holding the accessory trim plate to the door panel and unclip the manual lock button from the 
door rod. Pull out on the panel at the top and unplug the door courtesy light. The wiper switch is attached to the 
trim panel. Remove the bulb in the switch by turning counterclockwise.
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1986–1995 Convertible Rear Floor Lamp

To access the bulb, unsnap the lens from the carpet area 
by inserting a flat screwdriver under either end of the lens. 
Twist the screwdriver. If needed, do the same on the other 
end of the lens.

1-Intermedia floor panel extension

2-Cargo lamp retainer

3-Cargo lamp

4-Cargo lamp wiring harness

5-Body front wiring harness assembly

1984–1995 Visor Mirror Bulbs

The mirror light assembly can be unsnapped from the sunvisor; 
but, it is somewhat difficult to snap back into position. An easier 
way is to pull the visor away from either end of the light cover and 
use a small screwdriver to unclip the white socket that is holding 
the bulb. Reassemble in the same way.

1-Mirror/Lamp assembly engaging tabs

2-Bulbs

3-Lamp harness

4-Mirror cover door

5-Lamps

6-Switch on/off

1984–1995 Mirror Map Lamp

To access the map and reading bulbs, take a small flat screwdriver and unsnap the 
lens cover from the mirror. The bulb sockets can now be removed.
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1984–1989 Courtesy Door Lamp

To access the bulb, remove the phillips screws holding the 
center plastic bezel plate to the door panel. Pull the panel 
outward at the top and remove the two screws holding the 
lens to the panel. Unclip the lens cover as shown in the 
picture. Always replace the bulb with the correct bulb which 
has 6 candlelight power. (The hood lamp bulb looks like 
the door bulb, but it has a 12 candlelight power. These will 
melt the door plastic lens if used).

1984–1995 Coupe and Convertible Front Floor Courtesy Lamp

To access the bulb, unsnap the lens from the lower panel 
by inserting a flat screwdriver under either end of the lens. 
Twist the screwdriver. If needed, do the same on the other 
end of the lens.
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